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HDMIHDMI

Ethernet

Tap (optional)

Rally Bar / Rally Bar Mini 
Appliance Mode: Default configuration

USB A
HDMI 1 out
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HDMIHDMI

HDMI

Ethernet

Tap (optional)

Rally Bar / Rally Bar Mini 
Appliance Mode: Wired screen share

USB A
HDMI 1 out
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HDMIHDMI

HDMI

Ethernet

Tap (optional)

Rally Bar / Rally Bar Mini 
Appliance Mode: Wired screen share

USB A
HDMI 1 out
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HDMIHDMI

Ethernet

Tap (optional)

Rally Bar / Rally Bar Mini 
Appliance Mode: Wireless screen share through VC application

USB A
HDMI 1 out
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HDMIHDMI

Ethernet

Tap (optional)

Mic Pod Extension Cable

Rally Bar / Rally Bar Mini 
Appliance Mode 

Rally Bar max 3 mic pods; Rally Bar Mini max 2 mic pods

USB A
HDMI 1 out
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HDMIHDMI

Ethernet

Tap (optional)

Mic Pod Extension Cable

Rally Bar / Rally Bar Mini 
Appliance Mode

Rally Bar max 3 mic pucks; Rally Bar Mini max 2 mic pucks

USB A
HDMI 1 out

: 
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Ethernet

USB

USB C

HDMI

HDMI in HDMI 1 out

HDMI

HDMI
TV

USB-A
A/V

USB-C
EXT

Swytch Hub

Swytch Extender

Rally Bar / Rally Bar Mini 
Appliance Mode: With Logitech Swytch 

Tap (optional)

USB A



9

Ethernet

USB

USB C

HDMI

HDMI

HDMI
TV

USB-A
A/V

USB-C
EXT

USB-C
PC

HDMI
PC

Swytch Hub

Swytch Extender

Rally Bar / Rally Bar Mini 
USB Mode: With Logitech Swytch 

Tap (optional)

9

PC
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Ethernet

USB

USB C

HDMI

HDMI HDMI

HDMI
TV

USB-A
A/V

USB-C
EXT

USB-C
PC

HDMI
PC

Swytch Hub

Swytch Extender

Rally Bar / Rally Bar Mini 
USB Mode: Dual screens with Logitech Swytch 

Tap (optional)

10

PC

10
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Ethernet

USB

HDMI

HDMI

Rally Bar / Rally Bar Mini 
BYOD Mode: Default configuration

HDMI in HDMI 1 out

USB C
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Ethernet

USB

HDMI

HDMI

Mic Pod Extension Cable

Rally Bar / Rally Bar Mini 
BYOD Mode: Rally Bar up to 3 mic pods

Rally Bar Mini up to 2 mic pods

HDMI in HDMI 1 out

USB C
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Ethernet

USB

HDMI

HDMI

Mic Pod Extension Cable

Rally Bar / Rally Bar Mini 
BYOD Mode: Rally Bar maximum 2 mic pods when used with Mic Pod Hub

Rally Bar Mini maximum 1 mic pod when used with Mic Pod Hub

HDMI in HDMI 1 out

USB C
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Ethernet

USB

HDMI

HDMI HDMI

Rally Bar / Rally Bar Mini 
BYOD Mode: Dual screens - screens are duplicated

HDMI in HDMI 1 out

USB C
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PC USB

HDMI
HDMI

Ethernet

Tap (optional)

Rally Bar / Rally Bar Mini 
USB Mode: Default configuration

USB C
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PC USB

HDMI
HDMI

Ethernet

Tap (optional)

Mic Pod Extension Cable

Rally Bar / Rally Bar Mini 
USB Mode: Rally Bar up to 3 mic pods

Rally Bar Mini up to 2 mic pods

USB C
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PC USB

HDMI
HDMI

Ethernet

Tap (optional)

Mic Pod Extension Cable

Rally Bar / Rally Bar Mini 
USB Mode: Rally Bar maximum 2 mic pods when used with Mic Pod Hub

Rally Bar Mini maximum 1 mic pod when used with Mic Pod Hub

USB C
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PC USB

Ethernet

Tap (optional)

HDMI

HDMI
HDMI

Rally Bar / Rally Bar Mini 
USB Mode: Wired screen share

USB C
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PC USB

Ethernet

Tap (optional)

HDMI
HDMI

Rally Bar / Rally Bar Mini 
USB Mode: Wireless screen share through VC application

USB C
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USB
Ethernet

USB (Touch)

Rally Bar / Rally Bar Mini 
USB Mode: Touch panel with built-in computer

USB C USB A
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Ethernet

USB

Rally Bar / Rally Bar Mini 
Appliance Mode: Touch screen

HDMI

USB A

HDMI 1 out
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