
Support VDSL2 35b Super Vectoring/ADSL2+ 

Multi-PVC for triple-play applications*

Vigor167
35b Modem

Video

VoIP

Data

Triple Play*

1 x DSL WAN Port

2 x 10/100/1000Base-TX Ethernet LAN Port, RJ-45

1 x Factory Reset Button

Hardware Interface

DSL Standard
Compliant with ITU-T VDSL2 G.993.2

Compliant with ITU-T G.993.1, G.997.1

Loop Diagnostic Mode*

Multi-VLAN*

Multi-PVC*

Security*
NAT, DMZ Host, Port-redirection and 

Open Port

VPN Pass Through (IPsec, PPTP, L2TP)

Network Feature
Router / Bridge Configurable*

IGMP Proxy V2 / V3*

DHCP Client/Relay/Server*

Dynamic DNS*

NTP Client*

Static Route

DNS Cache / Proxy*

RIP v1/v2*

Bind IP to MAC Address*

Network Management
Web-based User Interface (HTTP/HTTPs)

Quick Start Wizard

CLI (Command Line Interface, Telnet/SSH)

Administration Access Control

Configuration Backup/Restore

Built-in Diagnostic Function

Firmware Upgrade via TFTP/HTTP/TR-069

TR-069 Compliance with VigorACS Series

E-Mail Alert  and Logging via Syslog

SNMP v1/v2c *

*

*

*

*

Specifications subject to change at any time without notice, for more information please visit www.draytek.com or contact your local representative.www.draytek.com

E-mail: info@draytek.com   Tel: +886 3 5972727   Fax: +886 3 598 2121

Trademarks and brand names are the properties of their respective owners.

*The feature will be completed in the future. 

  For details, please visit the DrayTek website.
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